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GLADIADOR 2300
The self-propelled sprayer Gladiador 2300 provides great 

working autonomy, allowing the spraying up to 450 ha/day*. It has 
good performance on a wide variety of terrains and reliefs. The 
uniform spraying is guaranteed by its auto leveling system from the 
booms frame.

It has active pneumatic of the suspension system, allowing 
that the Gladiador remains adjusted, with bigger adherence and 

The Gladiador 2300 is equipped with an 
electronic MWM turbo engine with 180hp, 
meeting the new legislation MAR-I, aimed 
to the agricultural segment. Besides greater 
durability, the engine has low emission of 
pollutants and less vibration and noise.

It has a syrup tank with water 
baffle and capacity for 2,300 liter.

With a unique system that 
controls the oil flow and 
prevents pressure peaks on 
the hoses and at the whole 
transmission system.

The clean water tank has a capacity 
for 235 liters.

*It varies according to the speed application rate.

Mixer and bottle-washer made 
of polyethylene with capacity 
for 35 liters.

GLADIADOR 2300 HYDRAULIC SYSTEM
absorption of impacts in relation to the ground.

It has an active air suspension system, providing permanent 
adjustment, with more adherence and absorption of impacts in 
relation to the ground.

The Gladiador’s cabin is wide, comfortable and has air-
conditioner for the operator’s comfort. It is factory-equipped with 
Stara’s technology package.

Engine

Clean water tank

Syrup tank

Space between 
nozzles of 50cm

Application height from 0,65 to 2,25 meters.

Booms with 27 meters

Transmission pump

Through the Topper 5500, the 
communication with the engine 
occurs, reducing its rotation and, 

this way, reducing the fuel consumption up 
to 12%*, providing better performance and 
performance of the engine-transmission set.
*Depending on the geography, product and rate applied.

ECO
MODO Responsible for controlling three 

different and independent functions: 
spraying system, steering and 
movement of booms.

Triple pump

Mixer

Beams in “U” shape
A system that articulates the end of the booms in case 
of collision with some obstacle during application.

Disarm

4WD hydraulic transmission system with axial motors and reducers that 
provide higher torque and higher speed startup.

Exclusive damping system and auto leveling system that stabilizes 
the booms in terrains with topographical variations.

Booms

The Gladiador 2300’s suspension is active 
pneumatic, ensuring more adherence and 
absorption of impacts.

Suspension

Wheel motors and reducers

Gauges variations from 2,80 to 3,50 meters.

Ground clearance 
from axle to soil
of 1,60 meters.



TECHNOLOGY

Technical Specifications
Model
Gladiador 2300
Approximate weight
8.600 kg
Length
7,80 m
Width (booms closed)
3,20 m
Height
4 m
Distance between axles
3,83 m
Wheelset opening
2,80 to 3,50 m
Ground clearance (with load)
1,60 m
Application height
0,65 a 2,25 m
Booms
27 m
Syrup tank
2.300 l
Clean water tank
235 l
Trijet nozzle holder
Spacing of 0,50 m
Fuel tank
210 l
Spraying pump
Stainless steel 430 l/min
Tires
13.6” x 38”
Engine
Electronic MWM turbo 180hp
Spraying controller
Topper 5500
Mixing system
Syrup transfer through the spraying pump
Refilling
External pump with capacity for 400 l/min

Topper 5500
The complete controller for 
precision agriculture.

Stara provides the highest technology to its equipment. The 
Gladiador 2300 is factory-equipped with the Topper 5500, 
the complete controller for precision agriculture. With it, 
the farmer will have access, in a practice and simple way, to 
state-of-the-art technology in a single piece of equipment.
The Topper 5500 has:
- Flow controller;
- Automatic shut-off of sections;
- Automatic pilot.

Automatic Pilot

Responsible for considerably reducing errors 
and excessive application of defensive chemicals, as 
it eliminates human error in applications in straight 
or curved mode. It is a robust and reliable system 
installed in the hydraulic system of the self-propelled 
sprayer, ensuring less response time. This system 
considerably reduces the effects of crushing, being 
able to control traffic for future jobs. The advantages 
are the following:

• less crushing;
• better operation performance;
• more comfort and productivity for the operator.

More agility in the 
decisions making, 

security to the 
operator and to the 

machine, control 
in real time of the 

activities made in the 
farm and monitoring 

of the operations.

The Telemetria Stara has arrived in the market with a big differential: The real time information 
about application rates in plating, spreading and spraying. In any device with internet access is 
possible accompany the operations, receiving diverse information of works, such as application 
maps, done area, applied area, percentage of overlap, zones, flags, rate of speed, localization, 
rate os seeds and last updates. All of this is possible through the interrelation between the 
information from the controller for precision agriculture, Topper 5500, a mobile device with 
installed technology, no matter if is a computer, smartphone or tablet.

The Telemetria Stara 
brings 100% Brazilian 
Technology, tested and 
produced in Brazil, such as 
the Topper 5500, controller 
which gathers all what 
have of more modern 
in the management of 
information of precision 
agriculture.

100% Brazilian’s technology

Your farm in the palm of your hand


