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Super Bruttus 30000 is the largest spreader of correctives by 
gravity in the market. With load capacity for 18.75 m³ and width of 
12 meters, it can work up to 15 km/h, ensuring a daily yield of 200 
ha/day*. The spreading system is compose by conveyers and the 
adverse climate conditions do not limit the yield of the machine 
that can also work at night, since it is equipped with taillights.

The Super Bruttus 30000 is articulated. This ease the copy of the 

soil in uneven terrains or with level curves and ensures precision in 
the depositing of correctives.

The exclusive transportation system, patented by Stara, ease 
the transport of the machine in narrow roads or bridges. It have 
the chassis divided in 3 sections, which decrease the width of the 
machine from 15 to 6.6 meters.

SUPER BRUTTUS 30000

Grids with hydraulic opening to 
remove residuals that may cause 
problems during the supplying, 
what offers more security to the 
operator, discarding the need to 
climb in the machine.

The Super Bruttus 30000 has 6 high-flotation 
tires, 4 central tires and 1 on each side, 
offering less compressing of the soil. 

Hydraulic lock system of the 
wheelset for working.

The Super Bruttus was designed with an individual shutting down system of each tank, offering reduction of overlap application and making fast and easy the 
trimmings in areas to apply, reducing the waste of agricultural inputs. It also offers a better copying of the soil, ensuring an excellent work in level curves and on 
the most diverse kinds of terrains with a uniform distribution.

Due the big capacity of load and the speed of work, the Super 
Bruttus 30000 has an extremely strong chassis, ensuring greater 
durability and endurance to the spreader in the most different 
kind of soils and terrains.

* The value is approximated

The rubber belt provides more 
precision on distribution. It 
works in two modes: fixed rate 
and variable rate.

Gearbox that, along with a set of gears, control 
the product’s flow with the variable rate.
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Chassis divided in 3 sections

Conveyer belts

Rear wheelset width: 4.9m

Tipper tank

REQUIRED PATENT
REQUIRED PATENT

The Super Bruttus 30000 is one agriculture machine that has a divided chassis 
in 3 sections, System that was patented by Stara, which ease and speeds the 
opening and closing of the sections, leaving the spreader compact to move 
from an area to another or to cross by roads, gates an bridges that are too 
narrow. The opening and closing are hydraulic, made through the Topper 5500.

Flow reduction kit 
developed to work 
with low dosages of 
seeds and granulated 
fertilizers.

Tipper tanks produced in carbon steel plates.



More agility in the decisions
making, security to the

operator and to the machine,
control in real time of the

activities made in the farm and
monitoring of the operations.

Images merely ilustrative

The controller Topper 5500 comes along with the Super Bruttus 30000, it works with paid, free or 
RTK Evolution signals and can be used in fixed or variable rate applications. The dosage information 
are send to an electric central (Universal POD), which through sensors and proportional valves, allow 
to vary the application rate, making the conveyer belt rotation change the speed according to the 
rate needed.

Application modes
Fixed rate 
In this application mode the machine works with a rate reported by the operator, and
it can change the speed without occurring differences in dosages.

Variable rate
When working with variable rate Topper 5500 allows operating with maps in Shape File
format that are imported from a flash drive.
During the distribution, the dosage is changed automatically in a few seconds as 
map recommendations.

Benefits
The accuracy of a variable rate system is critical to the success of the 
corrections indicated by the dosages of prescription maps. Is this 
system that will apply the fertilizer in the exact location, thereby 
repairing the soil variability.
Stara develops its own hardware and software in line with 
the mechanical and hydraulic machine, ensuring rapid 
response in varying dosages.
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The Telemetria Stara has arrived in the market with a big differential: The real 
time information about application rates in plating, spreading and spraying. In 
any device with internet access is possible accompany the operations, receiving 
diverse information of works, such as application maps, done area, applied area, 
percentage of overlap, zones, flags, rate of speed, localization, rate os seeds 
and last updates. All of this is possible through the interrelation between the 
information from the controller for precision agriculture, Topper 5500, a mobile 
device with installed technology, no matter if is a computer, smartphone or tablet.

The Telemetria Stara brings 100% Brazilian Technology, 
tested and produced in Brazil, such as the Topper 5500, 
controller which gathers all what have of more modern in 
the management of information of precision agriculture.

100% Brazilian’s technology

Your farm in the palm of your hand

Technical Specifications
Model
Super Bruttus 30000
Wheelset
600/50” 22.5”
Load capacity
18.75m³
Width
15.02m
Application range
12m
Height
3.15m

Transportation length
11,50m
Working length
8,6m
Wheelset width from center
4.90m
Empty weight
21.300kg
*Power required
335hp
Working speed
Max. 15km/h

*The required power power may 
vary according to the terrain.


